Nat’l Highway Traffic Safety Admin., DOT

made part of this regulation. The Di-
rector of the Federal Register has ap-
proved the materials incorporated by
reference. For materials subject to
change, only the specific version ap-
proved by the Director of the Federal
Register and specified in the regulation
are incorporated. A notice of any
change will be published in the FED-
ERAL REGISTER. As a convenience to
the reader, the materials incorporated
by reference are listed in the Finding
Aid Table found at the end of this vol-
ume of the Code of Federal Regula-
tions.

(c) The materials incorporated by
reference are available for examination
in Docket 78-09, Room 5109, Docket
Section, National Highway Traffic
Safety Administration, 400 Seventh
Street SW., Washington, DC, 20590.
Copies may be obtained from Rowley-
Scher Reprographics, Inc., 1216 K
Street NW., Washington, DC 20005 ((202)
628-6667). The materials are also on file
in the reference library of the Office of
the Federal Register, National Ar-
chives and Records Administration,
Washington, DC.

(d) The structural properties of the
dummy are such that the dummy con-
forms to this part in every respect both
before and after being used in vehicle
tests specified in Standard No. 213 of
this chapter (§571.213).

[60 FR 25424, June 19, 1985]
Subpart E—Hybrid Ill Test Dummy

SOURCE: 51 FR 26701, July 25, 1986, unless
otherwise noted.

§572.30 Incorporated materials.

(a) The drawings and specifications
referred to in this regulation that are
not set forth in full are hereby incor-
porated in this part by reference. The
Director of the Federal Register has
approved the materials incorporated by
reference. For materials subject to
change, only the specific version ap-
proved by the Director of the Federal
Register and specified in the regulation
are incorporated. A notice of any
change will be published in the FED-
ERAL REGISTER. As a convenience to
the reader, the materials incorporated
by reference are listed in the Finding

§572.31

Aid Table found at the end of this vol-
ume of the Code of Federal Regula-
tions.

(b) The materials incorporated by
reference are available for examination
in the general reference section of
docket 74-14, Docket Section, National
Highway Traffic Safety Administra-
tion, Room 5109, 400 Seventh Street,
SW., Washington, DC 20590. Copies may
be obtained from Reprographic Tech-
nologies, 9000 Virginia Manor Road,
Beltsville, MD 20705, Telephone (301)
210-5600, Facsimile (301) 419-5069, Attn.
Mr. Jay Wall. Drawings and specifica-
tions are also on file at the National
Archives and Records Administration
(NARA). For information on the avail-
ability of this material at NARA, call
202-741-6030, or go to: http://
www.archives.gov/federal register/
code of federal regulations/
ibr locations.html.

[61 FR 26701, July 25, 1986, as amended at 61
FR 67955, Dec. 26, 1996]

§572.31 General description.

(a) The Hybrid III 50th percentile size
dummy consists of components and as-
semblies specified in the
Anthropomorphic Test Dummy draw-
ing and specifications package which
consists of the following six items:

(1) The Anthropomorphic Test
Dummy Parts List, dated June 26, 1998,
and containing 16 pages, and a Parts
List Index, dated June 26, 1998, con-
taining 8 pages.

(2) A listing of Hybrid III Dummy
Transducers-reference document
AGARD-AR-330, ““Anthropomorphic
Dummies for Crash and Escape System
Testing’’, Chapter 6, Table 6-2, North
Atlantic Treaty Organization, July,
1996.

(3) A General Motors Drawing Pack-
age identified by GM Drawing No.
78051-218, revision U, titled ‘‘Hybrid III
Anthropomorphic Test Dummy,’’ dated
August 30, 1998, the following compo-
nent assemblies, and subordinate draw-
ings:

. Revi-
Drawing No. sion
78051-61X head assembly-complete, (May 20,
1978) ....... RS (T)
78051-90 neck assembly-complete, dated May 20,
1978 ......... e (A)
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